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2C-Systems / 2K-Anlagen
Piston Meter Mix Systems / Kolben-Dosieranlage

ecomix XS
Hydraulic two-component mixing and metering unit
Hydraulische Zweikomponenten-Versiegelungsanlage

Technical data
outflow max.	 3500 g/min.*
A-side powered	 hydraulic
B-side powered	 pneumatic
power supply	 3 x 400 V + N + PE/ 3,8 kW
compressed air requirement	 6 bar; 50 l/min.
dimensions l x w x h	 1250 x 1000 x 2300 mm
height with swivel arm	 2300 mm
standard swivel arm length	 1500 mm
standard hose length	 2500 mm
weight approx.	 540 kg
article number	 2252-0013-1000

*depending on viscosity, temperature, batch of material etc.

Standard equipment*
	■ Siemensrelay control
	■ optical and acoustic pot life control
	■ material shortage control 
	■ overpressure safety device
	■ residual materials optimized following plate
	■ two hand safety control
	■ drum shortage control with pump stop
	■ maintenance free pump sealing system
	■ dosage control
	■ variably adjustable mixing ratio
	■ base purging available
	■ 200 l A drum / 20 l B drum

*depending on the project, positions can differ

Additional equipment
	■ following plate heating A-component
	■ purging pump to clean the mixer
	■ mobile unit, with wheels

Technische Daten
Ausstoßleistung max.	 3500 g/min.*
Ansteuerung A-Seite	 hydraulisch
Ansteuerung B-Seite	 pneumatisch
Stromanschluss	 3 x 400 V + N + PE/ 3,8 kW
Druckluftbedarf	 6 bar; 50 l/min.
Abmessung L x B x H 	 1250 x 1000 x 2300 mm
Höhe mit Schwenkarm	 2300 mm
Standard-Schwenkarmlänge	 1500 mm
Standard-Schlauchlänge	 2500 mm
Gewicht ca.	 540 kg
Artikelnummer	 2252-0013-1000

*�abhängig von Materialviskosität, Temperatur, Materialcharge 
etc.

Standardausstattung* 
	■ Siemens-Relaissteuerung
	■ Optische und akustische Topfzeitüberwachung
	■ Materialmangelüberwachung
	■ Überdruckabsicherung
	■ Restmengenreduzierte Folgeplatte
	■ Zweihand-Sicherheitssteuerung
	■ Fassleermeldung mit Pumpenabschaltung
	■ Wartungsfreie Pumpenabdichtung
	■ Dosierkontrolle
	■ Variabel einstellbares Mischungsverhältnis
	■ Basisspülen möglich
	■ 200 l A-Fass/ 20 l B-Fass

*Ausstattung kann je nach Projektanforderung variieren

Sonderausstattung 
	■ Folgeplattenheizung A-Komponente
	■ Spülpumpe zum Reinigen der Mischstrecke
	■ Anlage mobil, mit Rädern

The ecomix XS is a solid and powerful mixing and metering unit, which is 
uncompromisingly geared to functionality. Special attention has been paid to 
maintainability and robustness by choosing German quality components only. 
The ecomix XS combines well proven technology with an unbeatable cost/
performance ratio. 

Die ecomix XS ist eine solide, leistungsstarke Handversiegelungsanlage, 
die kompromisslos auf Funktionalität ausgerichtet ist. Bei den verwendeten 
deutschen Qualitätsbauteilen wurde besonderer Wert auf Wartungsfreundlichkeit 
und Robustheit gelegt. Die ecomix XS vereint bewährte Technik mit einem 
unschlagbaren Preis-/Leistungsverhältnis.

Manual Mixing Ratio Control Unit
Auslitervorrichtung zur manuellen

Mischungsverhältniskontrolle

*� �Pictures may differ 
from original product 
Abbildungen können 
vom Original abweichen


